


POWER MANAGEMENT:

Cyclades PM10i power control device \(10 outlets)

Key Feature: Control power of remote IT assets from anywhere

Cyclades PM devices provide a power management system with easier 
management capabilities and faster problem solving by integrating system 
access and power control into a single interface.

•  Seamless integration with Cyclades ACS console servers, DSR switches 
and DSView 3 management software

•  Proactive fault management and isolation
•  Fault notifi cations via e-mail, SMS page and SNMP traps
•  NEMA models in 15A, 20A and 30A
•  IEC models in 10A, 15A, 16A,  20A, 30A and 32A

SERIAL NETWORK EQUIPMENT MANAGEMENT:

Cyclades ACS console server 

(8 and 4 port)

Key Feature: Cyclades ACS console server offers a secure and consolidated 
out-of-band management solution for serial network devices or Unix/Linux 
servers.

Cyclades ACS advanced console servers give IT professionals and network 
operations center (NOC) personnel the ability to perform secure, remote out-
of-band management of IT assets from anywhere

•  Secure console and power management
•  Server and network management
•  Legacy terminal server environments
•  Industrial/commercial automation
•  Dual power supply and Ethernet failover

DATA CENTER:

DS SERIES – DATA CENTER SOLUTIONS

DSView 3 management software

enables secure, centralized management of all connected IT devices in the data 
center.
Add-on software licenses are offered for 1, 5, 10, 25 and 50 users. Spoke, hub 
and user licenses are also available in various confi gurations as well as power 
management option licenses and various data logger license fees for 8, 32, 64, 
128 and 256 concurrent user connections.

Features

• Hub and spoke architecture - provides active/active redundancy – a fully 
redundant, replicating database system. Users authenticate to a central 
management hub server or one of 15 mirror spoke servers if the primary 
server is down. This provides real-time updates, redundancy and load 
balancing across multiple sites.

• Secure, remote management of your entire IT infrastructure (KVM, serial, 
integrated power, as well as iLO, IPMI and other service processors) from 
a single interface

• Auto discovery of appliances
• Diagnostic testing from your desktop – across the hall or around the globe
• Detailed audit logs and reporting
• Automated updates, fi le loading and scheduling
• Simultaneous fi rmware updates
• Selectable encryption modes (AES, DES, 3DES, 128bit SSL) to support 

your security policy
• Authentication against existing services (LDAP, Active Directory, NT 

Domain, RADIUS, TACACS+, and RSA SecurID)
• SNMP traps and e-mail notifi cation
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ENTERPRISE KVM SOLUTIONS

DSR KVM over IP switches provide remote access and management of all 
connected servers in the data center. 

Various models are available, some with Virtual Media capability. These models 
are offered in 16- and 32-port confi gurations with 1, 2, 4 or 8 digital users and 
1 local user.

Features

•  BIOS-level control and power cycling of connected servers 
•  External modem support 
•  On-board Web interface 
•  Ability to remotely load software for fi le transfers, applications and OS 

patches with Virtual Media through DSView 3 software
•  Diagnostic testing with Virtual Media through DSView 3 software
•  Exit macros (requires DSView 3 management software)

CONSOLE MANAGEMENT:

Using a hardened Linux® operating system, Cyclades ACS console servers 
provide secure, remote data center management and out-of-band management 
of serial-based IT assets.
Available in 1-, 4-, 8-, 16-, 32- and 48-port models in 1U form factor, with single 
and dual power AC/DC options and PC card support. 
Features

•  Secure in-band and out-of-band access 
•  Centralized management from a single interface with DSView 3 software
•  Integrated remote power control with PM IPDUs
•  Real-time monitoring and event notifi cation
•  Data logging
•  Windows EMS support

POWER MANAGEMENT:

Cyclades PM IPDUs enable remote power management and control of 
servers and network gear. Both NEMA and IEC models are available.

The NEMA models are equipped with 5-15R power outlets and fi xed power 
cables, and are available in 15A, 20A and 30A capacities with optional twist-
lock input plugs. Each model includes two RS-232 ports: one for management 
and the second for daisy-chain expansion of up to 128 power outlets. This 
model operates in 100-125 VAC environments.

The IEC models are equipped with IEC320-C13 power outlets and either 
IEC320 modular inlets or fi xed power cables, and are available in 10A, 15A, 
16A, 20A, 30A and 32A capacities. Each model includes two RS-232 ports: 
one for management and the second for daisy-chain expansion of up to 128 
power outlets. This model operates in 100-240 VAC environments.

Features

•  On-demand power management from a console or KVM session through 
a user-defi ned “hot key”

•  Intelligent, fl exible outlet management from a simple GUI
•  Real-time monitoring and event notifi cation
•  Daisy chaining for up to 128 outlets

SERVER MANAGEMENT:

AutoView® 2020/AutoView 2030 KVM Switches

Key Feature: AutoView 2020 and AutoView 2030 switches with local virtual media

Gain access to your servers and share a USB storage device with any 
attached computer in your server room

•  Local virtual media lets you easily share a directly-connected USB storage 
device to all servers connected to a KVM switch 

•  User USB keyboard and mouse support  
•  Specifi cally designed for SMB server rooms

AutoView 1415, 1515, 2015 Series 

Key Feature: AutoView KVM Switches
Positioning: SMB KVM Switches with USB and PS/2 Support

•  Easy-to-use KVM switch solutions built for SMB environments
•  Support the user’s USB and/or PS/2 keyboards and mice
•  Support USB, PS/2, Sun and serial target devices
•  Convenient high quality on-screen display (OSD)

SwitchView 1000 Switch

Key Feature: SwitchView 1000 KVM Switches Ships with Cables
Compact KVM switches designed for SMB server rooms with PS/2 and USB 
support

•  4 and 8-port switches ship with all the KVM cables needed to easily use 
the switch

•  Solutions includes a single user, 16-port rack mount switch
•  PS/2 and/or USB connectivity for users and target devices
•  OSD supports 2048 x 1536 high video resolution, ideal for graphical 

applications
•  1U-design is a space saver in SMB server rooms

SwitchView® PC, Multimedia, DVI KVM Switches

Key Feature: SwitchView Desktop KVM Switches
Control your entire desktop with SwitchView KVM Switches 

•  PS/2 or USB systems
•  Integrated USB Hub 
•  Audio support
•  Digital Video (DVI) 1920 x 1200

SwitchView KVM Switches 

(1x4, 1x8, DVI, SC4)

Key Feature: SwitchView SC Secure KVM Switches
Securely switch between multiple computers with varying levels of 
classifi cations 

•  Specifi cally designed for secure environments 
•  NIAP certifi ed Validated to EAL 4 (internationally recognized)
•  Support for varying levels of classifi cations

SwitchView IP 1020 Remote Access Device

Key Feature: SwitchView IP 1020 Remote Access Device
Secure, remote access to your servers with the SwitchView IP 1020 on-board 
Web browser

•  On-board Web browser
•  Local KVM port and Ethernet port
•  Secure browser-based access to existing KVM switches



SERVICE PROCESSOR MANAGEMENT:

The MergePoint 5200 series of service processor managers enables secure, 
remote server management using service processor technologies such as HP 
iLO, IPMI, Dell DRAC, IBM RSA and Sun ALOM.

Several models are offered to address the different challenges present in specifi c 
service processor deployments. The MergePoint 5200 appliance provides 
logical consolidation of service processors that already have a connection to 
the Ethernet infrastructure. The MergePoint 5224 and 5240 appliances provide 
physical connectivity as well as consolidation, which signifi cantly reduces the 
Ethernet switch port costs of deploying service processors.

Features

• Single console for multiple service processor types
• Serial over LAN (SoL), power control, hardware monitoring and alerts, all in 

one turnkey solution
• SoL with data logging for better auditing and faster troubleshooting
• Signifi cant reduction in service processor deployment costs
• Integration with DSView 3 management software

ANALOG KVM MATRIX SOLUTIONS FOR THE DATA CENTER:

Analog KVM matrix switching provides real-time access to local computing 
resources. The technology is implemented in many cases where users require 
high quality real-time video connections to multiple computers, as in test labs, 
design environments and broadcast studios. In other cases the technology may 
be used to manage small single location data centers because of simplicity 
of installation and setup. Analog KVM matrix switching may also be found in 
larger data centers as a local analog backup connection to the KVM over IP 
management system. 

AMX KVM Switches

Avocent AMX® analog KVM switching solutions simplify access, increase your 
control and deliver optimal real-time video to your desktop. The user station 
connects to your multi-platform KVM peripherals (PS/2 or USB) and sends 
the KVM signals over an industry-standard UTP cable to Avocent AMX5000, 
AMX5010, AMX5020 and AMX5030 analog matrix switches. This UTP 
connectivity and analog switching technology provides multi-user access and 
control to any server in your KVM matrix system.

AMX 5111, 5121, 5130 User Stations

AMX user stations automatically compensate for varying UTP cable types and 
lengths such as CAT 5, CAT 5e and CAT 6 including GigaFlex. The AMX5121 
and AMX5130 user stations’ design adjusts for skew between RGB signals 
each time a switch is made to a server. The AMX5130 user station provides 
for serial switching up to 38.4Kbps and lets you switch stereo speakers and a 
microphone.

Avocent user stations work with the patented OSCAR® graphical user interface 
for point and click system confi guration and server selection. This full-system 
management tool supports switching in share, private and scan modes.

Features

• Full switching of keyboard, mouse, high-quality video, and serial devices.
• Back-rack computers and provide complete access from a single interface.
• Simple installation and advanced administrative tools.
• Smart cable adaptors for server naming and reconfi guration.
• Uses existing UTP cable infrastructure: CAT 5, CAT 5e and CAT 6 including 

GigaFlex.
• Supports diverse applications including demo labs, designer environments, 

and test labs. 
• Serial force mode enables serial devices to force any user station to 

connect to a specifi c target.

SERVER & SERIAL NETWORK EQUIPMENT MANAGEMENT:

Cyclades® OnSite (8 and 4 port)

Key feature: Combines the functionality of KVM over IP with serial console 
management in a single appliance for effective, consolidated remote management.

Cyclades OnSite branch offi ce appliance provides a compact, single appliance 
solution for managing servers and serial network equipment. 

•  Eliminate site visits to revive IT assets or to install software updates
•  Receive proactive notifi cations of problems, and manage them before they 

become crises
•  Perform virtual administration over UNIX®-, Linux-, AIX®-, Solaris™-

based operating systems, Windows platforms and network infrastructure 
components

•  Eliminate the need for separate KVM- or console specifi c management 
platforms

•  Number of users:
– Cyclades OnSite 441, 841 and 881 appliances – 1 local and 1 remote user
– Cyclades OnSite 882 appliance – 2 remote KVM users or 1 local and 1 

remote users

ACCESS EXTENSION:

LongView® LV1000P, LV1000U, LV830, LV430 Extenders

Headline: LongView Extension Solutions
Securely locate your computers up to 1000 feet away from your work 
environment 

•  Distance 500-1000 feet
•  Resolution up to 1600 x 1200
•  Second user support - You can support an additional desk up to a 1000 

feet away, with an LV1000R receiver unit
•  Small form factor
•  Extend your KVM, serial, audio, microphone up to 1,000 feet 
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